
Mini Disc Kit

Your Media Publishing System Mini Disc Kit includes the 
following items.

Unpack Configure Baskets

Open the Front Lid of your Media Publishing System and press 
the power button to eject the print tray. Select the Adapter Plate 
you wish to use and install it onto the print tray as shown. 

Install Adapter Plate

Lift the front lid of your Media Publishing System and remove the 
standard Input and Output Disc Baskets. Place the configured 
Input Disc Basket Adapter in the left hand side centering it on 
the rectangular center hole of the Media Publishing System. 
Screw the extra Disc Basket Adapter pin into the recessed 
screw hole with the rectangular center hole on the right output 
side of the Media Publishing System.

Mini Disc Adapter Plate Business Card Adapter Plate
(Correct orientation shown)
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Input Disc Basket Adapter

(6) Disc Basket Adapter Pins 

Business Card Adapter Plate Installed

Mini Disc Adapter Plate   Business Card Adapter Plate
(Correct orientation shown)

In order for your Media Publishing System to pick and place mini and 
business card discs correctly the input and output baskets must be 
configured correctly

Screw the Disc Basket Adapter Pins into the Input Disc Basket Adapter, 
noting that Input Disc Basket Adapter is configured differently depending
upon the type of disc you intend to use.

Business Card Disc
Configuration
Screw (5) Disc 
Basket Adapter Pins
into holes 
1, 2, 4, 5 and 6
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Install Baskets

Note: Burning and Printing business card discs must be 
done in seperate sessions as the Media Publishing System
will not be able to correctly place business card discs into 
the printing tray after removing it from the DVD drive.

80MM Mini Disc
Configuration
Screw (5) Disc 
Basket Adapter Pins
into holes 
1, 2, 4, 5 and 6

MEDIA PUBLISHING SYSTEM

(Color code to identify the rods)

(1) medium rod(3) small rods (2) big rods


